
 

                       Onyx Rhin-O-Tuff Heavy Duty Binding Comparisons Chart 
 

Model OD 4012 Punch             
HD 4470 Comb Opener 

OD 4012 Punch              
HD 8000 Wire Closer        

OD 4012 Punch              
HD 4170 Coil Inserter 

HD 7700 Ultima      
Heavy Duty Punch 

HD 7500                        
Heavy Duty Punch 

Specifications 
 
All dies available    
Coil, Wire, Comb, 
Calendar Thumbcut. 
 
Other dies available 
on request  

 

  

 

 

 

 
 

Modular Systems  Coil/Wire/Comb/ 
Calendar Binding 

Coil/Wire/Comb/ 
Calendar Binding 

Coil/Wire/Comb/ 
Calendar Binding 

Coil/Wire/Comb/ 
Calendar Binding 

Coil/Wire/Comb/ 
Calendar Binding 

Sheet Size A5/A4, US Letter A5/A4, US Letter A5/A4/ US Letter A5/A4/ US Letter A5/ A4/ A3/A2  

Punch Capacity 70gsm 30 Sheets 30 Sheets 30 Sheets 40 Sheets 40 Sheets 

Punch Length  13” or 330mm  13” or 330mm 13” or 330mm 14” /356mm 24 Inch / 610mm 

Max Binding Capacity 500 280 270 Depend on Die Pitch Depend on Die Pitch 

Punch Rate - - - 15 to 18,000 Per Hour 15 to 18,000 Per Hour 

Punch Vertical Vertical Vertical Vertical Horizontal 

Quick Change Die Sys Yes Yes Yes Yes Yes 

Open Ended Punching Yes Yes Yes Yes Yes 

Disengaging Dies Yes Yes Yes Yes yes 

Foot Pedal Operation Yes Yes Yes Yes Yes 

Interchangeable Dies Yes  Yes Yes Yes Yes 

All Metal Construction Yes Yes Yes Yes Yes 

Dimensions L42 x W35 x H23 cm L44 x W40 x H25 cm L41 x W44.5 x H24 cm 216(H) x 534(W) x 547(L) mm 432(H) x 813(W) x 508(D) 

Weight 16 kg 26.9 kg 34 kg 43.54Kg 67.3Kg 
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